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Indoor Inkjet Printer LC750L-I
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	Print Technology
	On-demand thermal inkjet MicroBurst technology

	Ink Delivery System
	Novajet continuous ink system with 500ml refillable reservoirs

	Ink Compatibility
	All Encad indoor and outdoor inks(600dpi)

	Cartridge Warranty
	Cartridges are warranted for 3000ml.of ink throughput

	Cartridge Management
	Assures the highest quality and reliable productivity through the useful life of the cartridge, which may extend beyond the cartridge warranty period.

	Media Compatibility
	Compatible with KODAK Wide-Format inkjet Media

	Media Handling
	Standard automated media take-up & feeder system,

on-board dryer, media cutter(options)

	Print Resolution
	600×600dpi , 300×300dpi addressable RTI(Real-Time Interpolation)allows 300 to 600dpi RIP file conversion on-the-fly

	File Resolution
	Accepts 600×600 dpi or 300×300 dpi files

	Interfaces
	IEEE 1284 Bi-tronics ECP(Expanded Capability port)paralle

	Processor
	Power PC

	Buffer
	32MB standard, expandable to 128MB (2SIMM slots)

	Power Supply
	Universal 90 to 264 VAC,47 to 63 Hz

	Power Consumption
	20W idle,100W typical,150W maximum

	Noise
	Standby:<60 dBA      Operational:<72 dBA

	Environment

Operating

Storage
	59°F to 86°F(15℃to 30℃) 20 to 80% RH non-condensing

-5° F to 140° F (-21℃ to 60℃) 5 to 80%RH non-condensing

	Drivers

Windows
	Windows 95/98/Me/NT/2000/XP 

Encad file print utility(windows 95/98/NT/XP)

AutoCAD ADI Rel.14(windows95/98/NT/2000/XP)

AutoCAD2000/2000i HDI

 (Windows 95/98/ME/NT/2000/XP)

	Standard Print Speeds at 600dpi

Output in square feet per hour(square meters per hour) 600dpi with 60"media

      Draft mode                1Pass                    (10.2smph)

      Production mode       2Pass                    (9.6smph)

      Quality mode            3Pass                    (8.5smph)

      Photo mode               4Pass                    (6.5smph)

	Package size
	277x77x64cm

	Gross weight
	105kgs

	Language Options
	English, French, German, Spanish, Italian, Portuguese, Simplified Chinese, Traditional Chinese, Korean, Japanese,
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