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Solvent Inks 

Solvent Inks ensure: 

· Vibrant, brilliant colors 

· Excellent color gamut 

· Color and density consistency between different batches 

· Extended outdoor durability: Pictures printed with Solvent inks remain fresh and colorful for about 18 months under outdoor radiation conduction like Shanghai. 

· Less odor than OEM solvent inks 

· Minimum maintenance whether the printer is in use or idle 

· No clogged nozzles thus ensuring better print quality 

· Less wear on the print heads 

· More competively priced 

Solvent Inks

	Item
	Suitable for the followings Solvent-based printers (All models):

	Win128
	wide format printers with Xaar XJ128-200 printhead

	Win128/360
	wide format printers with Xaar XJ128-360 printhead

	Win126
	wide format printers with Xaar XJ126-200 printhead

	Win126/300
	wide format printers with Xaar XJ126-300 printhead

	Win500
	wide format printers with Xaar XJ500-180/360 printhead

	Win720
	wide format printers with Spectra's printheads

	Win510
	wide format printers with Seiko SPT510/255 printhead  

	Cleaning Solution 
	All wide format printers 

	Vutek, HP Scitex, Nur, DGI,, Infinity, Roland, Azero, Flora, Mutoh, Teckwin, Arizona, YSL

, Gandi, Innovations, Liyu, Gongzheng, Myjet , Human, JHF, Skyjet, Yishan.


Physical Parameters:
	Color 
	C M Y K LM LC 
	Solvent 
	Ester

	Smell 
	Slightly
	pH 
	6.5-7.5 

	Viscosity 
	8-12cp
	Flash Point 
	65°C 

	Surface Tension 
	25-35 dynes/cm
	Particle Size 
	<0.20u 


Solvent Inks Hue :
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Operational Specifications:
Temperature:18 to 30 /64 to 86 
Relative Humidity:25 to 60% Non-condensing

Package:
1000ml / bottle, 5L / bottle 
Storage Specifications: 

1. Solvent ink should be stored indoors at a temperature between 5 and 30°C
2. Solvent ink shelf-life is 12 months, when stored as above.
3. Care must be taken to avoid contamination of inks and substrates.
4. Check that the preheat settings are as recommended.
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